ELECTRO MAGNETIC WATER METERS REQUIRE 240VOLT POWER SUPPLY WHERE SPECIFIED BY THE WATER CORPORATION.

FEED HYDRANT TO BE LOCATED WITHIN 5 METRES OF BOOSTER ASSEMBLY BACKFLOW DEVICE.

SPECIFIC CONSENT REQUIRED FROM RELEVANT FIRE AUTHORITY.

METERS 50mm AND ABOVE TO BE INDEPENDENTLY SUPPORTED FROM PIPE WORK.

REFERENCES:
- DRAWING NUMBER 17
- SCHEDULE OF ITEMS
- SEE GENERAL NOTES FOR FURTHER INFORMATION
- PROPERTY BOUNDARY 150mm - 2.0m
- 300mm MAX. MAY BE EXTENDED TO 1.5m WITH PRIOR WATER CORPORATION APPROVAL.

REFERENCES:
- DRAWING NUMBER 17
- SCHEDULE OF ITEMS
- SEE GENERAL NOTES FOR FURTHER INFORMATION
- PROPERTY BOUNDARY 150mm - 2.0m
- 300mm MAX. MAY BE EXTENDED TO 1.5m WITH PRIOR WATER CORPORATION APPROVAL.

REFERENCES:
- DRAWING NUMBER 17
- SCHEDULE OF ITEMS
- SEE GENERAL NOTES FOR FURTHER INFORMATION
- PROPERTY BOUNDARY 150mm - 2.0m
- 300mm MAX. MAY BE EXTENDED TO 1.5m WITH PRIOR WATER CORPORATION APPROVAL.

REFERENCES:
- DRAWING NUMBER 17
- SCHEDULE OF ITEMS
- SEE GENERAL NOTES FOR FURTHER INFORMATION
- PROPERTY BOUNDARY 150mm - 2.0m
- 300mm MAX. MAY BE EXTENDED TO 1.5m WITH PRIOR WATER CORPORATION APPROVAL.

REFERENCES:
- DRAWING NUMBER 17
- SCHEDULE OF ITEMS
- SEE GENERAL NOTES FOR FURTHER INFORMATION
- PROPERTY BOUNDARY 150mm - 2.0m
- 300mm MAX. MAY BE EXTENDED TO 1.5m WITH PRIOR WATER CORPORATION APPROVAL.